
ASTM E108 CLASS A FIRE RATING

Unmatched Lifetime Warranty

use in all climates and regions

SAFE FOR COMMERCIAL USE
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P R O D U C T  S P E C I F I C AT I O N S

Sanitized® 

Antimicrobial

DualChill™ 

IR Reflective

StatBlock™ 

Anti-Static

SUPER YARN™ TECHNOLOGY

ROOFDECK PREMIUM
With an ASTM E-108 CLASS A FIRE RATING, this is 

the ideal turf for even the most demanding ROOF 

applications. Featuring the safety and benefits of Super 
Yarn™ Technology, this grass style will beautify any 

space while beating the strictest safety codes.

ROOFTOP

NOT TO SCALE.  FOR ILLUSTRATION ONLY. 
contact your local synlawn for installation.

INSTALLATION DETAILS AVAILABLE AT

SKU SAX47_ROOF

Grass Zone Yarn/Color PE / Field Green / Olive / Apple

Grass Zone Denier 9,900 / 9

Thatch Zone Yarn/Color PE / Field Green / Beige

Thatch Zone Denier 5,000 / 8

Grass Zone Yarn Shape Soft Omega

Finished Pile Height 1 5/8”

Finished Pile Weight 100 oz.

Backing 13PP/18PET 2pt / 22oz. EnviroLoc+™

Tuft Gauge 3/8”

Total Weight 128 oz.

Tuft Bind > 8 lbs.

Permeability > 1,000 inches p/hr

Features Sanitized®, EnviroLoc+™, StatBlock™ 
Anti-Static, DualChill™ IR Reflective, 
Deluster, UV Stabilizers 

Test Data ASTM E108 CLASS A FIRE, D2859, 
E648, F1292, F1551, F1951, CAL 
1350, PFA-FREE

https://synlawn.com/?utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet
https://synlawngolf.com/?utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet
tel:8667965296
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ROOFDECK PREMIUM

C A D D E TA I L S . C O M

t h e g r e e n e s t t u r f o n e a r t h . c o m

Finish Fabric English System ASTM Test

Nominal Specification Value Units Method

Pile Height (Nominal) 1 5/8 inches D-5823

Face Weight 100 oz/yd2 D-5848

Total Fabric Weight 128 oz/yd2 D-5848

Primary Backing Weight 6 oz/yd2 D-5848

Secondary Coating Weight 22 oz/yd2 D-5848

Tuft Bind > 8 lbs. D-1335

Grab Tear Strength (Average) > 200 lbs. D-5034

Total Yarn Linear Density 14,900 Denier D-1577

Elongation to Break > 30 % D-2256

Yarn Breaking Strength > 20 lbs. D-5793

Machine Gauge 3/8 inches D-5793

Flammability Passed - D-2859

Water Permeability > 1,000 in/hr D-1551

Fabric Width 15 ft -

Primary Yarn Polymer Polyethylene

Yarn Cross Section Soft Omega

Standard Color Field Green / Olive / Apple

Fabric Construction Tufted

Second Yarn Polymer Thatch Polyethylene

Secondary Yarn Color Field Green / Beige

Primary Backing 13PP/18PET 2pt

Coating Type 22 oz. EnviroLoc+

PE Yarn Denier / Ends 9,900 / 9

Texturized Thatch Denier / Ends 5,000 / 8

Warranty Period Limited Lifetime

https://synlawn.com/?utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet
https://synlawngolf.com/?utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet
tel:8667965296
https://microsite.caddetails.com/main/company/viewcompanycontent?companyID=1437&utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet
https://products-specpoint.mydeltek.com/products/company/cd35557e-df1e-42f7-95b1-5a5b35b440bf?utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet
https://www.thegreenestturfonearth.com/?utm_source=synlawn&utm_medium=corp&utm_campaign=specsheet

